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SCREW ON PIPE CLAMP

two pieces

07.17

Item-No.
Type 114 Ni

Pipe
ø f. Wi

Thread
connection

M

Screw

d
Material

b x s

22027808
22027768
22027769
22027770
22027771
22027772
22027773
22027774
22027775
22027776
22027777
22027778
22027779
22027807
22027977

80,0
100,9
125,9
132,0
158,0
161,0
192,0
201,0
225,2
232,0
251,0
260,0
280,0
315,0
400,0

M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10

M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20

30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0

Item-No.
Type 114 Ni-Gu

Pipe
ø f. Wi

Thread
connection

M

Screw

d
Material

b x s

22027976
22027962
22027963
22027964
22027965
22027966
22027967
22027968
22027969
22027970
22027971
22027972
22027973
22027974
22027975

80,0
100,9
125,9
132,0
158,0
161,0
192,0
201,0
225,0
232,0
251,0
260,0
280,0
315,0
400,0

M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10
M10

M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20
M8x20

30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0
30x2.0

All dimensions in mm

Specification
Steel bracket zinc-coated

Type 114 Ni-GuType 114 Ni

M

b

s

Erection screw
anti-twist deviced

Fire protection certified
conformable DIN 5510-2

for the rubber profile

d

Certificate No
13 542 - 14 HH

Type 114 Ni
114 Ni-Gu

f. Wi = .
Other diameters on request.
Please tell us the requested pipe diameter.

for folded spiral-seam pipes

Ordering designations: Type... Diameters...       Surface steel bracket      Item number
e.g.  114 Ni ø125.9                            zinc-coated                         22027769
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